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GAZ AYRIŞTIRMADA İLERİ SİSTEMLER
ADVANCE SYSTEMS IN GAS SEPERATION
YERİNDE NİTROJEN & OKSİJEN ÜRETİMİ UYGULAMALARI
NITROGEN & OXYGEN PRODUCTION APPLICATIONS

®

FILTRATION & SEPERATION SOLUTIONS

OXYGEN
GENERATOR

MAXİ MODEL MİNİ MODEL

®

OKSIPAK-208



AF AF

Basınçlı Hava Kurutucusu
Compressed Air Dryer

Concentration
Oil: 0,1mg/Nm3
Durst: 1µm
Pressure Dew-point: 35°C

Concentration
Oil: 0,1mg/Nm3
Durst: 1µm
Pressure Dew-point: +3°C

Concentration
Oil: 0,01mg/Nm3
Durst: 0,1µm
Pressure Dew-point: +3°C

Concentration
Oil: 0,003mg/Nm3
Durst: 0,1µm
Pressure Dew-point: +3°C

Concentration
Oil: 5~10mg/Nm3
Durst: ~40 µm
Pressure Dew-point: +35°C



Zeolit

Molecular SVF

Zeolit

Zeolit

Oxygen Purity

Oxygen Pressure

Minimum Air Pressure

Maximum Particle Content

Electrical Consumption

Up to 95 %

Up to 150 bar *

5 bar

0.01 µm

150 W

Oksijen Saflığı

Oksijen Basıncı

Minimum Hava Basıncı

Maximum Partikül İçeriği

Elektrik Tüketimi

% 95’e kadar

150 bar’a kadar *

5 bar

0.01 µm

150 W

*Oxygen Booster Compressor

*Oxygen Booster Compressor

®

OKSIPAK-208

Low Pressure
O2

Output
Oxygen Buster

(Oil Free)
Max. 150 bar (g)

Oxygen 
Cylinder Set

Concentration
Oil: 0,003mg/Nm3
Durst: 0,1µm
Pressure Dew-point ≥ -60°C
Gass: %95 OXYGEN

Concentration
Oil: 0,003mg/Nm3
Durst: 0,1µm
Pressure Dew-point ≥ -60°C
Gass: %95 OXYGEN

Concentration
Oil: 0,003mg/Nm3
Durst: 0,1µm
Pressure Dew-point ≥ -60°C
Gass: %95 OXYGEN



7,5 bar (g) BASINÇLI HAVA GİRİŞİ İLE MİNİMUM OKSİJEN ÇIKIŞ DEBİSİ
Oxygen output flow with Compressed Air inlet pressure of 7,5 bar (g)

OXYGEN GENERATORS TECHNICAL DATA

OKSIPAK 5
OKSIPAK 20
OKSIPAK 208
OKSIPAK 216
OKSIPAK 224
OKSIPAK 232
OKSIPAK 240
OKSIPAK 248
OKSIPAK 256

OKSIPAK 5
OKSIPAK 20
OKSIPAK 208
OKSIPAK 216
OKSIPAK 224
OKSIPAK 232
OKSIPAK 240
OKSIPAK 248
OKSIPAK 256

MODEL

100
180
700
950

1350
2100
3400
3500
3500

Weight
(Kg)

370x120x120
370x960x1800
750x750x2500
800x1060x2500
900x1270x2500
1000x2000x2500
1000x2000x3400
1000x2000x3400
1000x2000x3400

Dimensions
Width x Length x Height (mm)

0.01
0.01
0.01
0.01
0.01
0.01
0.01
0.01
0.01

Particle Content 
(µm)

0 to 5
0 to 5
0 to 5
0 to 5
0 to 5
0 to 5
0 to 5
0 to 5
0 to 5

110 - 240 VAC / 50 Hz - 150 W
110 - 240 VAC / 50 Hz - 150 W
110 - 240 VAC / 50 Hz - 150 W
110 - 240 VAC / 50 Hz - 200 W
110 - 240 VAC / 50 Hz - 200 W
110 - 240 VAC / 50 Hz - 200 W
110 - 240 VAC / 50 Hz - 200 W
110 - 240 VAC / 50 Hz - 200 W
110 - 240 VAC / 50 Hz - 200 W

7,5
7,5
7,5
7,5
7,5
7,5
7,5
7,5
7,5

Inlet Air Pressure
bar (g)
MAX

O2 Output Pressure
bar (g)

Power Requirements

MODEL

Pin = 7,5 bar (g)

90 %
0,7
2,8
9
18
27
36
45
54
63

90 %
7
28
90
180
270
360
450
540
630

93 %
0,5
2,1
8,3

16,5
24,9
33,2
41,5
49,5
58,1

95 %
0,4
1,6
7,5
15

22,5
30

37,5
45

52,5

95 %
5
20

97,5
195
293
390
490
590
690

93 %
5

21,6
100
200
300
400
500
600
700

O2 Flow
(Nm3/h)

Reference Conditions:

Compressed air effective inlet pressure: 7.5 bar (g) / 108 psi (g)
Oxygen outlet pressure: 5 bar (g) / 72 psi (g)
Ambient air temperature: 20°C / 68°F
Pressure dewpoint inlet air: 3°C / 37°F
Pressure dewpoint oxygen: -50°C / -58°F
Unit inlet air quality 1.1.4 according to ISO 8573-1: 2010
Minimum refrigerant dryer required to preconditioninlet air.
Typical oxygen quality 1.2.1 according to ISO 8573-1: 2010

Compressed Air Consumption
(Nm3/h)

O2 Flow
(Nm3/h)

Compressed Air Consumption
(Nm3/h)

O2 Flow
(Nm3/h)

Compressed Air Consumption
(Nm3/h)

Operating limits:

Minimum ambient temperature: 5°C / 41°F
Maximum ambient temperature: 45°C / 113°F
Maximum compressed inlet air pressure 10 bar (g) / 145 psi (g)
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